Steps to setup printer driver




1.Download and install printer driver from Ricoh website

1. Click on this link

https:[/www.ricoh-agfom/downIoads

Downloads

Download Drivers 2 SearCh fOF yOUr prlnter mOdEI and Download Brochures
download and install the printer driver

Search drivers by model name ;

I QFor example, to search the driver for %SP C4100DN", enter part of the name such as "C4100"



https://www.ricoh-ap.com/downloads

2. Go to [Control Panel] -> [Devices & Printers

W8 Control Panehall Control Panel Items\Devices and Printers

— v P fa . . v | D 2 Search Devices and Printers
1. Click [Add a printer] ’
File Edit View IDDLV
Add a device Add a printer = - 0
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BLUEZ-PC EDIFIER X3 R LEM L27i-28 Logitech USE realme 5 rock space 01
Keyboard
LUSE Receiver FiER(4%:ET)
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18 items




Choose a device or printer to add to this PC

Searching for devices

1. Click [The printer
that | want isn’t listed]

~ /_—

|ThE printer that | want isn't listed |

Find a printer by other options

() My printer is a little older, Help me find it.

i) Select a shg

2. Choose [Add a printer using
— TCP/IP address or hostname

http:ffcnmpuferﬁ’/ecrgﬁrmternama-f.prlnter
i:liﬁldd a printer usinE a TCP/IP address or hu:ustnamg.

iy Add a Bluetooth, wireless or network discoverable printer

() Add a local printer or network printer with manual settings




2.2 go to copier machine click [User Tools]->[Machine
Features|* —[System Settings] —[Interface Settings]

*Skip to next — if it doesn’t apply to
your machine

Gereral || Tray P "-w Timer  \| mterface \[  File \[Administator |
Features | Settings Settings Settings Trarsfer |  Tools |\
|= [Printer’s IP Address]
]
|| Machine IPvé Address 97.165. DAS Configuration Type a printer hostname or IP address
1. Change to [TCP/IP Device]
IPwé Gateway Address OGS Corfiouration V
Machine IPvE Address | IPeec Device type TCP/IP Device -
w6 Gateway Address Domain Name Hostname or IP address: | y |
[P Stateless Address Autoconfiouration  [EXREREE WINS Configuration On Port name: I: 2. Enter Printer’s IP Address here :I
DHCPvE Configuration | Effective Protocol uery the printer and autornatically select the driver to use
1/2 |T Mesxt 3. Untick
Check Status —
4. Next
Mext Cancel




2.3 Locate your downloaded printer driver

Install From Disk
Install the printer driver H Insert the manufacturer’s installation disk, and then
-~ - make sure that the comect drive is selected below.
g Choose your printer from t G easeed
To install the driver from an
. 1. Open the extracted printer
2. Click [Browse... : :
Egpymanufaduref'sfmu“m“_ [ ] dr|Ver folder 9 [d'Sk 1]
Manufacturer 2
Hp = ¥ T Browse... Lookin: | | | disk1 & v @ % e @~
InfaPrint [=]Adobe POF Converter Version: T9.3 00257 TT720T] A~ -
nfotec — Adobe PD * Marme Date modified Type
=" . .
LANIER 1. Click [Have Disk...] | [T cemsetup.nt | 77572080 331 B Setur
e o v N Quickaccess “LTRPRNUTINF __ \ 20/8/2018 10:13 PM Setug
=] This driver s digitally signed. Windows Update 1| Have Disk... L] 2. Select [oemsetup.inf]
Tell me why driver signing is important Desktop
Mext Cancel -
Libraries
This PC
s 'I
@ . 3. Click [Open] | >
Metwork
File name: oemsetup inf e Cpen
Files of type: Setup Information (*inf) Cancel




2.4 Choose your printer from the list

Install the printer driver

. Choose your printer from the list, Click Windows Update to see more models.
<=

To install the driver from an installation CD, click Hawve Disk,

2. Select your model from the list

Manufacturer * || Printers M

1. Select [Ricoh] RICOH IM C2000 PCLE

=/ RICOH IM C2500 PCL &
[ZIRICOH IM C2509) PCL 6

ALK v
[5] This driver is digitally signed. Windows Update Have Disk...
Tell me why driver signing is important 3 Cllck [NeXt]

Mext Cancel




3. Set printing default to B&W printing

WH Control Panel\All Control Panel ltems\Devices and Printers

« v e « All Control Panel ltems + Devices and Printers v | D = Search Devices and Printers
File Edit View Tools —

Add a device Add a printer Seewhat's printing Print server properties Remove device = - (7] It RICOH IM C2000 PCL & Pr‘DpEI‘tIES

K_eyboard ) A
General Sharng Pois | Advanced | Color Management Securty Accessories  Advanced Options
@@mﬁ availablg
USE Receiver i R(48:E9) O -l‘:'t‘-'ﬂ“ﬂ@'-‘- from 12:00 AM - 12:00 AM -
~ Printers (10) _—
Priority: 1 =
= -l N, g
<=2+ 1. Right click the installed printer |, Driver: RICOH IM C2000 PCL 6 v MewDriver..
Adobe PDF . . n in new window
and select[Printer properties] | .
juhat's printing (®) Spool print docurnents so program finishes printing faster
P - — = N Set as default printer
pbatint () Start printing after last page is spooled
““‘1‘ “‘“‘1‘ ““‘11 Printer properties
: —_— (®) Start printing immediately
RICOHIMC2000  RICOHMP C2004  RICOHMP C2503  RICOH MP C4503
PS PCLE PCLE PCLE : . . .
® Remove deice () Print directly to the printer
. RICOH IM C2000 PCL 6 Manufacturer:  RICOH Co.,Ltd. Status:  Offline Troubleshoot
m Model: RICOH Printer Properties
” Category:  Printer D ﬂ|:||d mismatched docyrments

Hlrintspoal 2. GO to [Advanced] - [Printing
COkeeppriny Defaults...]

[] Enable advancew

Printing Defaults... Print Processor... Separator Page...

Cancel Apply Help




3.1 Change to B&W

st RICOH IM C2000 PCL 6 Printing Defaults

* Change [Document Size] to A4
. . b Type:
* Change [Color/Black and White] to Black and White |, 7 e —
T : _| Document Size:
——- Factory Default A4 (210 x 297 mm) e Custom Paper Size...
. Orientation
% Print On: : (®) Portrait
- Same as Original Size ~ E (") Landscape
— Paper Type: Input Tray:
1 sided (i) Plain & Recyded w | (1) |Auto Tray Select )
Layout:
Dff v | =0 Off
142 | 0o
D t Size: i 4o
:ZUES?B X %E? ) ) B
Brint On: - . 2on1 (2 SldEd} Off o
Same as Original Size
Reduce/Enlarge:
Fit to Print Size \ Booklet:
off v
—
B & W (2 sided)
Settings Summary @ off = . N . . .
2. Click [Ok] if no printing
Expand list == .
Register Current Settings... Color/ Black and White: p dSSWo rd an d d one.
. Manage... & Bladk and White w >

| Ok Cancel Apply Help




f print using password/user code

st RICOH IM C2000 PCL 6 Printing Defaults

Frequently Used Settings

Detailed Settings

Current Setting
User Setting

Document Size:

A4 (210 297 mm)
Print On:

Same as Original Size
Reduce/Enlarge:

Fit to Print Size

Settings Summary

Register Current Settings...

Configuration/About
_24 Job Setup Job Setu e —
ElBasic w1 1. Go to [Detailed Settings] >[Job Setup]
B o @nem and key in your printing password/user
"] Cover/Slip/Designate
"""" a=ss| code here

i! 2 SidedLayout/Booklet

“ Imposition

ﬁ Dutput Settings
T Finishing

@ Print Quality:Standard
Print Quality:Advanced

¥ Driver Options

{Up to 8 digits)

Authentication. ..

2. Click [Ok] and done.

|2 Click[€

Apply

Cancel

Help
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* Please do not hesitate to contact me if you have any doubts.
v Office @ (SG)6634 1883  (MY)607 556 2889
v Email @ bluezliang@newscan.com.my
vV (3 @ +60177021207 - Bluez Liang
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